
SECTION "A"

PLANNOTES:

1. FINISH CONCRETE EDGES WITH 1/4"
RADIUS EDGING TOOL.

2. MAGNESIUM FLOAT FINISH CONCRETE
PERPENDICULAR TO DIRECTION OF TRAVEL
TO PRODUCE UNIFORM SURFACE.

3. DEPTH SHALL BE MINIMUM 4".  A
MINIMUM OF 6" IS REQUIRED IN AREAS
SUBJECT TO VEHICULAR TRAFFIC.

EXPANSION JOINT DETAIL TOOLED CONTROL JOINT DETAIL
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8"

WIDTH, AS NOTED ON PLAN

6"

1" MIN.1" MIN.

114" MIN.
CONTROL JOINT

SMOOTH
FINISH

A

4,000 PSI CONCRETE

SLOPE TOWARD
ROADWAY AT
1.5% MAX.

STABILIZATION
FABRIC, MIRAFI
500X A.O.B.E.

SUBASE, NYSDOT ITEM 304.12

JOINT EXPANSION
(TO BE USED AT
BUILDINGS, CURB,
ETC.)

PREMOLDED BITUMINOUS
EXPANSION JOINT FILLTER,
FULL DEPTH WITH SEALANT

6"x6"
W1.4xW1.4

WELDED WIRE
MESH

EXPANSION (ISOLATION) JOINTS
SPACED NOT MORE THAN 20' APART

AND BETWEEN SIDEWALK AND
FOUNDATIONS.  PROVIDE 3/8" x
5' BITUMINOUS JOINT FILLER,

SEE DETAIL ABOVE

TOOLED CONTROL
JOINTS 6' O.C. X
1-1/4" DEEP, SEE

DETAIL ABOVE

SEE
 NOTE #3

Concrete Sidewalk
N.T.S.
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